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Mechanical devices to automatically change <
irrigation angle after a desired time interval

Dispositivos mecdnicos para cambiar automati-
camente de sector de riego después de un inter-
valo de tiempo deseado.
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Hose reel machines
Enrolladores
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Possible configurations
Configuraciones posibles

Mechanical timer to set the time —
interval before the angle changes

Multiple-position lever to work
within different angles

Palanca multiposicion para
trabajar en diferentes arcos

Temporizador mecdnico para i
configurar el intervalo de tiempo i,
antes del cambio de sector
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Adjustable stops to define Ext rq Lever

irrigation sectors

Topes ajustables para definir ® 1 Timer 2 Sectors
los sectores de riego. 1 Temporizador 2 Sectores

Possible configurations

These patented devices have been developed by Sime to help farmers facing border issues Configuraciones posibles
with travellers. For fields bordering streets, railways or buildings, Sime guns equipped with
Rotorkit systems can be set at the beginning of operation to automatically change the irrigation S

angle after a certain amount of time in order to irrigate only the desired area. '

Estos sistemas han sido desarrollados y patentados por SIME para ayudar a los agricultores con "f‘ =9
problemas en los limites de los campos cuando riegan con enrolladores.

De hecho, en caso de que haya carreteras, vias férreas o edificios en las proximidades de los
campos, los aspersores Sime equipados con el sistema Rotorkit pueden configurarse al inicio de I Cod.10493 Cod.10486
las operaciones para cambiar automaticamente de sector de riego después de un determinado MASTER KRONOS
intervalo de tiempo para regar sélo donde sea necesario.




